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The unmatched performance of KISTLER 
force plates teams up with the latest desk­
top computer of Data General, offering you: 

Instant video monitoring -
no waiting for display 
Instant video monitoring on 12 inch monitor 
with (640 x240) resolution. Zooming avail­
able through single keystroke commands -
much more comfortable than storage 
scopes. Plotting is possible while making 
measurements. 

Professional scientific 
computer system 
Data General's Desktop Generation Model 
10sp, incorporating a dual processor 
system: microECLlPSE and Intel 8086. 
MaiD memory expandable to 768 kbyte, up 
to two 15 Mbyte Winchester disks and 
cartridge tape backup available. Profes­
sional worldwide service by Data General. 

Over 400 KISTLER force plates are 
used by leading institutions in 
32 countries around the world. 

Fast data acquisition on 
hard disk, auto trigger 
Up to 20000 measurements per second, 
error less than 0,05 %. For an eight­
channel force plate this means 2000 force 
vectors, points of force application and 
torques per second. Automatic triggering 
by force plate signals - with possibility to 
see what has happened even before trig­
gering. 

Potential to keep pace 
with your future needs 
System expandable to be used with several 
force plates and other signals such as 
EMG. Digital outputs for stimUlation pur­
poses. Possibility to communicate with host 
computers. May be used with five oper­
ating systems including CP/M-86 and MS­
DOS and virtually all high level languages. 

Please ask for detailed ihformation. 
microECLIPSE and Desktop Generation are 
trademarks of Data General Corp. 

:~~! 25 ~~~e .Y I 
Years Piezo-Instrumentation ~ 

Reproduced Courtesy Data General Corp. 

Easy operation 
and user friendly 
No computer knowledge required for oper­
ation. Menu technique to initiate different 
tasks. The computer completely controls the 
charge amplifiers, without user intervention. 
System may be set up easily. 

Recommended configuration: 

Desktop Generation Model 1 Osp, 256, kbyte 
RAM, 368 kbyte floppy disk drive, 15 Mbyte 
Winchester disk drive, 12 inch monitor 
(optional 13 inch color monitor available), 
printer, multicolor plotter. 

System will be shown at: 
ISS Congress Umea, June 1985 

Kistler Instrumente AG 
Eulachstrasse 22 
CH-8408 Winterthur, Switzerland 
Tel (052) 831111, Tx 76458, Fax (052) 257200 


